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SEET WD, QESCRIPTION STANDARD ND, QESCRIPTION
I, ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH THE DETAWLS IN THE
PLANS. THE SPECIAL PROVISIONS INCLUDED IN THE CONTRACT DOCUMENTS, AND THE
1 TITLE SHEET 000001-Ob  STANDARD SYMBOLS, ABBREVIATIONS, AND PATTERNS LATEST EDITION OF THE FOLLOWING STATE OF ILLINOIS SPECIFICATIONS, ~THE
2 INDEX OF SHEETS, HIGHWAY STANDARDS, CENERAL NOTES AND COMMITMENTS 442201-0O%  CLASS C AND D PATCHES STANDARD SPECIFICATIONS FOR RDAD AND BRIDGE CONSTRUCTION™ (REFERED 1D AS
) 0101l-Ck  OFF-RD MOVING OPERATIONS. 2L, 2%, DAY ONLY THE “STANDARD SPECIFICATIONS™), THE "SUPPLEMENTAL SPECIFICATIONS AND
3 - 4 SUMMARY OF QUANTITIES 71301 ¥ ANE CLOSURE, 2L, 2W, SHORT TIME OPERATIONS RECURRING SPECIAL PROVISIONS”, THE “MANUAL ON UNIFORM TRAFFIC CONTROL
5 - § EXISTING AND PROPDSED TYPICAL SECTIONS o L LOSURE, 21, 2N, DEVICES FOR STREETS AND HIGHWAYS' AND THE “MAMUAL OF TEST PROCEDURES FOR
. . MATERIALS",
T - 18 ROADWAY AND PAVEMENT MARKING PLANS TOII06-CB  LANE CLOSURE, 2L, 2N, SLOW MOVING OPERATIONS DAY OLY. AL
20 DISTRICT ONE - DETECTOR LOOP REPLACEMENT — LANE CLOSURE. ZL. 2% MOVING OPERATIONS - DAY ONLY 2. BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL "iL.LE~ AT
cacED P o2 {800) 892-0123 FOR FIELD LOCATIONS OF BURIED ELECTRIC, TELEPHONE, AND GAS
21 (BD-221 PAVEMENT PATCHING FOR WMA SURFACED PAVEMENT TOIS36-C6  LANE CLOSURE, 2L, 2%, WORK AREAS IN SERIES. FOR SPEEDS FACILITIES, 48 HOUR NOTIFICATION REQUIRED,
22 (80321 BUTT JOINT AND HMA TAPER DETALS
B RS STRRES fon TELIE, 0Ly o003 LG CLOSRE I, % 0 2n cAOSSRALR 0 e R o T e . 47 U5 g 7 v
24 (TC-10) TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS, ; S10EWALX CLOSURE '
INTERSECTIONS, AND DRIVEWAYS 4, THE CONTRACTOR SHALL COORDINATE ALL CONSTRUCTION ACTIVITIES WITH UTILITY
- (540 TPICHL SPPLICATIONS BAISED REFLECTIVE PAVEMENT 101901-C3  TRAFEIC CONTROL DEVICES COMPANIES AND THE VILLAGE OF ELBURN, _
M. - } .
(TC-13) TYPICAL PAVEMENT AR 88600101 DETECTOR LOOP INSTALLATIONS 5, BUTT JOINTS WILL BE INSTALLED AT THE ENDS OF ALL RESURFACING (NKERE
%% ca NT MARKINGS BAGODG-C  TYPICAL LAYOUTS FOR DETECTION LOOPS RESURFACING MEETS EXISTING PAVEMENT, IN ACCORDANCE WITH THE “BUTT JOINT
2 (TC-14) TRAFFIC CONTROL AND PROTECTION OF TURN BAYS (TD AND HMA TAPER DETAILS” SHEET INCLUDED IN THE PLANS UNLESS OTHERWISE
REMAIN OFEN TO TRAFEIC) SPECIFIED,
8 (FC-16) PAVEMENT MARKING LETTERS AND SYMBOLS FOR TRAFFIC STAGING
z C-16) PAVEME G LETTERS AND SYMBOLS B. WHEN MILLED PAVEMENT IS OPEN TO TRAFFIC, THE MAXIMUM GRADE DIFFERENTIAL
23 {TC-22) ARTERIAL ROAD INFORMATION SIGNING BETWEEN PASSES OF THE MILLING MACHINE SHALL NOT EXCEED 1 1/2 INCHES WHERE
THE SPEED LIMIT IS 45 MPH OR LESS ANO 1 INCH WHERE THE SPEED LIMIT IS
- TECTOR 1 T H T FOR ROADWAY
30 50N DETECTON LODP INSTALLATION DETAILS FOR ROADW GREATER THAN 45 MPH. WITH WRITTEN APPROVAL FROM THE ENGINEER, A MAXIMUM
GRADE DIFFERENTIAL OF 3 [NCHES MAY BE ALLOWED IF THE EDGE OF MILLING IS
SLOPED AT A MINIMUM OF 153 (Ve
T. THE ENGINEER SHALL CONTACT DON CHIARUGI, THE AREA TRAFFIC FIELD ENGINEER,
AT (84T) T41-9B5T A MINIMUM OF TWO (2 WEEKS PRIOR T0 INSTALLATION OF
T PAY »
COMMITMENTS DISTRICT ONE DETAILS PERMANENT PAVEMENT MARKINGS
8. THE CONTRACTOR SHALL CONTALT THE DISTRICT ONE TRM?FEC CONTROL SUPERVISDR
THERE ARE NO COMMITMENTS FOR THIS PROJECT AT (BAY) 105-4470 & MINIMUM OF 72 HOURS IN ADVANCE OF BEGINMNING WORK,
BO-22  FAVEMENT PATCHING FOR HMA SURFACED PAVEMENT 9, ALL PAVEMENT PATCHING LOCATIONS WILL BE DETERMINED IN THE FIELD BY THE
BD-32  BUTT JOINT AND HMA TAPER DETAILS ENGINEER,
i ) 10. DOUBLE LANE MARKERS ARE TO BE USED AS SHOWN ON THE DJSTRICT ONE DETALL
B0-55  KUMBLE STRIPES FOR CENTERLINE. NON-FREEWAY “TYRICAL APPLICATIONS - RAISED REFLECTIVE MARKERS (SNOW-PLOW RESISTANTY"
TC-10  TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS, SHOWN IN THE PLANS.
INTERSECTIONS, AND DRIVEWAYS 11. BEFORE BEGINNING WORK, THE CONTRACTOR SHALL RETAIN AND RECORD FOR FUTURE
REFERENCE, ALL EXISTING PAVEMENT MARKING LINES AND RAISED REFLECTIVE
- 1Y REFLECTIVE PAVEMENT
1t-n u;i%;‘s ?gikiﬁ:{?:safs‘}?ffmf RECTIVE PAVENE PAVEMENT MARKERS IN ORDER THAT THESE LOCATIONS CAN BE RE-ESTABLISHED FOR
STRIPING, EXACT LOCATIONS OF ALL PAVEMENT MARKINGS SHALL BE AS DIRECTED
TC-13 TYPICAL PAVENENT MARKINGS BY THE ENGINEER, _
12, THE CONTRACTOR SMALL BE RESPONSIBLE FOR VERIFYING ALL DIMENSIONS AND
TC- R PROTECY TLRN BAYS (T
e Aol iy PROTECTION OF TuRw BaYS (70 CONDITIONS EXISTING IN THE FIELD PRIOR TO CONSTRUCTION AND ORDERING
MATERIALS.
- '3 1
TC-16  PAVEMENT MARKING LETTERS AND SYMBOLS FOR IRAFFIC STAGING 13, THE CONTRACTOR SMALL BE REQUIRED TO PROVIDE ACCESS 70 ABUTTING PROPERTY AT
1022 ARTERIAL ROAD INFORMATION SIGNING ALL TIMES DURING THE CONSTRUCTION OF THIS PROJECT.
. 14, WHEN CONSTRUCTION OPERATIONS ON THO-LANE ROADS OPIN TO TRAFFIC RESULT IN
T5-07 gé;sg;g?!:g‘”’ INSTALLATION DETAILS FOR ROAQWAY THE REMOVAL OR COVERING OF ANY PAVEMENT MARKING INDICATING PASSING
RESTRICTIONS, “NO PASSING ZONES STRIPED NEXT .___. MILES” SIGNS SHALL BE
USED. THE CONTRACTOR SHALL PLACE THE SIGNS AT THE BEGINNING OF THE
UNSTRIPED AREA, JUST BEYOND EACH MAJOR INTERSECTION WITHIN THE UNSTRIPED
AREA, AND AT SUCH LOCATJONS AS THE ENGINEER MAY DIRECT TO ENSURE A MINIMUM
SPACING OF FIVE MILES,
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BAXTE OODMAN |Pawm - i REVISED - 10-22-12 1007 REVIEW STATE OF ILLINOIS WEST COUNTY LINE ROAD TO IL ROUTE 47 e TR PP R
Lot sulting Cogineers CHELRED - RwL REVISED - E-12-14 UPDATE BEPARTMENT OF TRANSPORTATION INDEX OF SHEETS, HIGHWAY STANDARDS, GFNERAL NOTES AND COMMITMENTS ¢-81-3091 CONTRACT WO, BON3T
DATE - 12-17-10 FiLtE - 100153—n0—16-€£~—ﬁo¥££h SCALES | STA, TO STA, FED. ROAD 0i57. MO, | Il {NOISIFED, AL PROECT




